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MANUFACTURER: 
DYNAROLL CORP 
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-1 
VENDOR P/N: 57155K373. 
TRADE NO.: R166-2Z. 
TYPE: BALL. 
SEAL TYPE: DOUBLE SHIELDED. 
MATERIAL: 440C STAINLESS STEEL. 
MAXIMUM SPEED: 60,000 RPM. 
LOAD CAPACITY, DYNAMIC: 160 lbs. 
LOAD CAPACITY, STATIC: 55 lbs. 


-2 
VENDOR P/N: 57155K319. 
TRADE NO.: R166-2Z. 
TYPE: BALL. 
SEAL TYPE: DOUBLE SEALED. 
MATERIAL: 440C STAINLESS STEEL. 
MAXIMUM SPEED: 60,000 RPM. 
LOAD CAPACITY, DYNAMIC: 160 lbs. 
LOAD CAPACITY, STATIC: 55 lbs. 


-4 
VENDOR P/N: 6384K44. 
TRADE NO.: 3006-2RS. 
TYPE: BALL. 
SEAL TYPE: DOUBLE SEALED. 
MATERIAL: 52100 STEEL. 
MAXIMUM SPEED: 2,500 RPM. 
LOAD CAPACITY, DYNAMIC: 350 lbs. 
LOAD CAPACITY, STATIC: 300 lbs. 


-3 
VENDOR P/N: 6384K344. 
TRADE NO.: 3004-2RS. 
TYPE: BALL. 
SEAL TYPE: DOUBLE SEALED. 
MATERIAL: 52100 STEEL. 
MAXIMUM SPEED: 3,000 RPM. 
LOAD CAPACITY, DYNAMIC: 325 lbs. 
LOAD CAPACITY, STATIC: 255 lbs. 
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NOTE: 
This drawing defines the overall geometry and performance specifications of the 
part/assembly, and constitutes the acceptance criteria thereof. Only the item(s) described in 
this document procured from the vendor and/or manufacturer listed hereon are approved for 
use. A substitute item shall not be used without prior approval. Conformance of hardware to 
these requirements is acceptable in lieu of vendor and/or manufacturer documentation. 


